
 

 

Micro Coat 
SINGLE COMPONENT 

Micro Coat is a polymer modified; Portland 
cement based decorative coating designed as an 
economical method to enhance the appearance of 
any concrete surface. Micro Coat is mixed with 
water only, to produce a tough, durable finish. 
 
Installation 
All surfaces must be well cured, dry, structurally 
sound and free of grease, oil, dirt, mildew, dust, 
wax, curing compounds, paints, sealers, 
efflorescence and any loose material.  Cleaning 
may be accomplished via mechanical sanding, 
scraping or chipping.  If surface is cleaned with 
muriatic acid, it must be thoroughly flushed and 
neutralized with a solution of baking soda and 
water.  If necessary, re-level or patch small areas 
up to 1/8-inch thick using Micro Coat mixed to a 
heavy paste consistency. 
 
Limitations 
Do not apply when the temperature, materials or 
substrates are below 40°F before and for 48 hours 
after  
 
Installation 
Do not use for installations requiring acid and 
industrial chemical resistance. Do not apply over 
¼-inch thick in one application. Substrate cracks 
with movement may telegraph through Micro Coat 
installations. 
 
Mixing 

Pour 6 quarts of water into a clean pail.  Slowly 
pour in 50 lbs. of Micro Coat powder.  Add the 
powder slowly while stirring to avoid lumps. Faster 
mixing can be achieved by using a low speed drill 
and paddle mixer.  Mix until lump free, about 3-4 
minutes.  Let stand for 2-3 minutes; then remix. 
For patching applications reduce the amount of 

water to 4 quarts. 

Do not add any other material to this mix. Mix only 
enough Micro Coat that can be applied within 30 
minutes. 
 
Application: 
Micro Coat can be applied by brush, trowel or 
squeegee over concrete substrates that are structurally 
sound. 
 
Curing. 
Micro coat is fully cured in approximately 2-4 hours 
depending on thickness of application and temperature. 
 
Coverage. 
200 -300 square feet per 50 pound bag. Note: 
Coverage will vary depending on application technique. 
 
Storage Life. 
One year if kept in dry sealed bag. 
Because handling and use is beyond the control of the 
manufacturer, our responsibility is limited to 
replacement of defective product 
 

KEEP OUT OF REACH OF CHILDREN 
 
Important Notice: These products are sold subject only to 
the expressed warranties contained herein. Additional 
warranties, expressed or implied, and any warranty of 
merchantability is hereby excluded. Buyer agrees that seller 
assumes no liability for consequential damages of any kind, 
which result from the use or misuse of the merchandise sold 
hereunder. In the event that the buyer proves that any goods 
received do not conform to the specifications agreed to 
between parties, or if the buyer proves that such goods were 
defectively manufactured, the buyer remedies shall be 
limited to either the return of the goods and repayment of the 
purchase price or the replacement of the nonconforming 
goods at the option of the seller. Such remedy being 
exclusive of all others and the sole remedy available to the 
buyer, the buyer hereby expressly waives any claim to 
additional damages. Nothing in this bulletin should be 
interpreted as a recommendation for a use, which violates 
any patent rights. 

 
Net Contents: 50 Pounds 

Color 
Batch No: xxxxxxxx 
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