
 
 

Bond Coat is a wet product used for priming the service 
area for stampable overlays or resurfacing existing 
concrete with a smooth finish when applied at less than 
1/16th of an inch. Bond Coat can be used for patch repair 
of existing concrete or for covering blemishes from crack 
repairs. 

 

Surface Preparation 

Clean the surface by power scrubbing with cleanser to 
remove oil, grease, dirt or any other contaminants that may 
interfere with bonding. Next, pressure wash the surface at 
close range using a 3000 psi pressure washer to clean and 
rinse. Shot-blasting is another popular method for preparing 
the surface, especially for indoor jobs. On any hard troweled 
surface, the area needs to be profiled with an acid wash to 
etch the surface to receive the Bond Coat. The area should 
be neutralized with either a diluted mixture of ammonia or 
baking soda and then rinsed clean. Check with your local 
authorities for any run off. 

 

Patch Repair or Level-up 

Any patch work or level up that requires more than 1/16th of 
an inch, should be done prior to coating the entire surface 
area. 

 

Mixing Instructions: In a 5 gal bucket, add 5 quarts of water 

and then slowly add the sack mix using a low speed paddle 
mixer, and mix to the consistency of a runny milk shake. In 
hot weather, it is recommended to use cold water. 

 

Spreading the Bond Coat 

Prior to the application of the bond coat, fog the surface area 
in 100-200sf sections with cool water. Be careful not to spray 
too much water or cause standing water on the surface. Pour 
a row of the Squeegee/Bond Coat material along the starting 
edge over the water dampened surface. Spread the material 
as thin as possible (less than 1/16") next to the starting edge 
and squeegee the material from side to side in straight rows 
to cover the surface and achieve as smooth of a finish as 
possible. Press firmly on the squeegee and overlap each 
passhalfway as you make the next pass and so on. 

 

Applying an Overlay Mix 

When applying a stamp coat mix over the bond coat, with a pair of spike 
shoes walk out onto the bond coat and apply when the bond coat is still 
soft. If the bond coat is already set and dried, then apply an additional 
coat over the existing coat. Do not place the Bond Coat over existing 
expansion joints. All control joints must be honored. 

 

Dry Time 

In warmer temperatures the Bond Coat is usually dry in 30 minutes to 1 
hour. In cooler temperatures it may take 4 
hours or more. 

 

Clean Up 

Clean tools, mixing equipment and hands with water before the Bond 
Coat material dries. Scrape the sides of the area being resurfaced using 
a scraper or margin trowel to remove any drips. If desired, the sides that 
will be seen can be painted with the Bond Coat mix using a paintbrush 
for a more finished look. 

 

Safety-Caution: may cause eye, skin or lung injury. Contains free 

silica. Prolonged exposure to dust may cause delayed lung disease 
(silicosis). Eliminate exposure to dust. Use NIOSH approved mask for 
silica dust. Contains Portland cement. If any cement or cement mixtures 
get into the eyes, flush immediately and repeatedly with water and 
consult a physician promptly. Freshly mixed cement, mortar, concrete 
or grout may cause skin injury. Avoid contact with skin where possible 
and wash exposed skin areas promptly with water. 

 

Net Contents: 50 Pounds 

 

Important Notice: These products are sold subject only to the 

expressed warranties contained herein. Additional warranties, 
expressed or implied, and any warranty of merchantability is hereby 
excluded. Buyer agrees that seller assumes no liability for 
consequential damages of any kind, which result from the use or 
misuse of the merchandise sold hereunder. In the event that the buyer 
proves that any goods received do not conform to the specifications 
agreed to between parties, or if the buyer proves that such goods were 
defectively manufactured, the buyer remedies shall be limited to either 
the return of the goods and repayment of the purchase price or the 
replacement of the nonconforming goods at the option of the seller. 
Such remedy being exclusive of all others and the sole remedy 
available to the buyer, the buyer hereby expressly waives any claim to 
additional damages. Nothing in this bulletin should be interpreted as a 
recommendation for a use, which violates any patent rights. 

 
KEEP OUT OF REACH OF CHILDREN 

 
 
 
 
 
 
 
 

Ready Rock Products 
5902 Hwy 71 West 
La Grange, Texas 78945 
979-242-3631 fax: 979-242-3632 
readyrockproducts.com 
Rev: 072815 

PRODUCT 
OF 

TEXAS 
 

 
Please Refer to MSDS Sheet for more information regarding 

product hazards. 

Color 

Bond Coat 
Single Component 

 


